SDD 8F7 Steel Apron Endwalls for Culvert Pipe and Pipe Arch Sloped Side Drains
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Version 5 Standard Detail Drawing 8F7 December 21, 2012
Steel Apron Endwalls for Culvert Pipe and Pipe Arch Sloped Side Drains

References:
FDM 11-15-1
FDM 11-40-1
AASHTO Roadside Design Guide, Section 3.4

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION UNIT
521.1500 - 1699 Apron Endwalls for Culvert Pipe Sloped Side Drains Steel (size) (slope)..... EACH
521.1700 - 1899 Apron Endwalls for Pipe Arch Sloped Side Drains Steel (size) (slope)......... EACH

Standardized Special Provisions associated with this drawing:
STSP NUMBER TITLE
NONE

Other SDDs associated with this drawing:
NONE

Design Notes:

Evaluate the use of sloped sections on side drain culvert pipe and pipe arches located within the clear zone
of the through highway where the side road or driveway has a 6:1 foreslope.

Review FDM Chapter 13 (EDM 13-1) and FDM 11-45-30.

Contact Person:
Ed Lilla (608) 266-2312



https://wisconsindot.gov/rdwy/fdm/fd-11-15.pdf#fd11-15-1
https://wisconsindot.gov/rdwy/fdm/fd-11-40.pdf#fd11-40-1
https://wisconsindot.gov/rdwy/fdm/fd-13-01.pdf#fd13-1-1
https://wisconsindot.gov/rdwy/fdm/fd-11-45.pdf#fd11-45-30
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